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User Manual

Thank you for buying this August product. You may already be
familiar with using similar products but please take the time to
read these instructions carefully. They are designed to
familiarise you with the product’s many features and to ensure
that you get the very best from your purchase.

Safety
In order to ensure your safety and the safety of others, please

read the Safety Instructions before using this product.

Disposal
Please ensure the product and its accessories are disposed of in

compliance with  WEEE (Waste Electrical and Electronic
Equipment) Directive and any other applicable regulations.
Please check with your local authority for regional disposal
regulations.

Customer Service

Should you need support with this product, please contact our
Customer Service Centre:

Telephone: +44 (0) 845 250 0586

Email: service@augustint.com
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1. Introduction

1.1 Important Information

It is suggested that you use a roof top aerial when scanning
for TV channels for the first time, if any signal is detected,
the channel information will be saved on your computer,
you may then switch back to the portable antenna supplied
and change your location to find the best place to receive
the signal.

Please note the included portable antenna may only be used
in areas where signal is very strong. As mentioned on the
Freeview website, only some households might be able to
use a set top aerial. This only applies if you live in an area
with coverage close to a transmitter, but reception would
still be unreliable and they strongly recommend that you
use aroof top aerial for good reception.

The reception will improve along with the progress of the
Digital Switchover Program. Reception may also be
affected by various factors such as how close you are to
transmitters, tall buildings, thick walls, ceilings and
weather etc.

Note:

. This product is portable but not suitable for use when travelling at
high speeds.

. When you use the scheduled record function, real-time recording or
time shifting, please make sure that you have sufficient hard disk
space to save the data.

. In order to operate this device properly, please follow the user
manual and suggested setup. Improper operation may cause your
system to become unstable or crash. Before removing the TV
receiver or any other device, please check that all related
applications have been closed.

. We reserve the right to amend the application and its functions. All
newly released drivers and applications will be uploaded to our
website.
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1.2 Features

Ultra-compact USB2.0 Digital TV Receiver
Plug & Play, Powered by USB Port
Time-Shift Recording

Real-time and Scheduled Recording
Electronic Program Guide and Subtitles
Supports MPEG1/2/4 and H.264

Ultra-low power consumption

1.3 System Requirements

1.6 GHz or higher Intel Processor
Supports Mac OS X v10.5 or higher
Supports Windows 10/8/7/ Vista/ XP
RAM: 512 MB or higher

Graphic Card: 32 MB or higher

Sound Card, CD-ROM, USB2.0 port
Microsoft Direct X9.0 or higher



1.4 Package Contents
® USB Freeview TV Receiver
® Software CD
® Acrial Adaptor
® User Manual

1.5 Specifications

® Fully DVB-T Compliant

® Frequency: VHF/UHF 48.25 ~863.25 MHZ

® Bandwidth: 6/7/8 MHZ

® Recorded Video Formats: PES & TS

® Support DVB-T
Video Format: MPG-II Main Profile & Main Level/
H.264 MPEG4 AVC
Audio Format: MPG-II Audio Layer I & IT

2. Hardware Connections

August

B W
: Wall
TV Receiver (Recommended)

Laptop

Step 1: Plug the USB Freeview TV Receiver to the USB port of
your laptop or PC.

Step 2: Connect the USB Freeview TV Receiver to your roof top
aerial.

3. How to install Driver and Software

3.1 Installation for Mac OS X

Step 1: Insert the device into your computer’s USB port and connect
it to your rooftop aerial as shown in “Hardware Connections’
onpage 3.

Step 2: Insert the software CD to the computer.
Run Driver\Mac\ Container_for_Fuugo_TV_for_ DVB-T_
1.6.pkg from the software CD.

Step 3: Click “Continue” to continue the installation.

ann w Install Package extractor for Fuugo TV for DVB-T

Welcome 1o the Package extractor for Fuugo TV for DVB-T Installer
| —

This installer extracts installer packages for Fuugo TV for
DVB-T Mac 05 X software and launches anather installer to
do the final installation.
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' Go Back Continue



Step 4: To change the destination folder click “Change Install Step 6: Please wait whilst the Package Extractor installs.
Location” or click “Install” to continue.

H.0, - extractor for Fuugo TV for DVB-T

ann e Install Package extractor for Fuugo TV for DVE-T
Standard Install on "Apple™
—

lling Package extractor for Fuugo TV for DVB-T
el iy

© Introduction

© Introduction

 Destination 0 100.6 MBof space on your

© instailation)
Click Install to perform & standard installation of
this software on tre disk *Apple”.

Change Install Location. . | | |

| I

Step 5: Type in your computer password and click “OK”.

Step 7: A popup window will appear. Click “Continue”.

ann w Install Fuuga TV for DVET.

Welcome to the Fuugo TV for DVBT Installer
——

You will be guided through the steps necessary 1o install
Type your password to allow Installer to make ® bicouluciton g0 TV for DVE-T MBS x sofvvars,

changes. D

Name: August

Password: |sssessed
» Denails

@ ( Cancel )
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